
The BBP™30 Sign & Label Printer offers hassle free printing and a wide range of 
durable signs for a small investment! 

It is a peripheral printer system that prints monocolour labels and signs up to 101,6mm 
wide. With its easy to load consumables the BBP™30 Sign & Label Printer is a reliable tool 
offering entry level users simplicity and ease of use. 

Smart Cell Technology on the printer materials ensures automatic label setup and 
calibration, making printing completely hassle free and eliminating waste. The automatic 
setup, ease of use and operation distinguish the BBP™30 Sign & Label Printer from its 
competitors. It is the best value for money for customers using a variety of materials and 
requiring frequent label material changes.

The BBP30 can print on a wide variety of label types, sizes and materials, making it ideal 
for safety and facility identification that can resist extreme temperatures, weathering, 
abrasion, cleaning processes and chemicals.

Label Making Made Easy
   Intuitive built-in features offer ease of use so anyone can print labels
   Ideal for a large variety of tough safety, lean and 5S signs and labels on-site 
  Compatible with powerful Brady Workstation Label Apps for added versatility

Automatic Label Setup
   Printers read critical information from the supply cartridge and then automatically set it 

up so you can start printing immediately

   No more calibration or wasted labels, no print speed/burn temperature trial labels, 
no scrolling through screens to select a label and no wasted time setting up label 
dimensions or text size

20-second Material Changeovers
   “Drop in” ribbons and labels mean no complicated 

threading, assembling spindles, sensor adjustment 
or calibration steps

   You can get on with the job faster, giving you more 
time for other tasks

101.6 mm per Second Print Speed
   Fast processing time and print speed means you 

don’t have to wait around for your labels

Brady Workstation
The latest in label creation software, Brady Workstation 
revolutionises the way you create labels on your PC. 
Instead of using a CD to upload label-making software 
on your computer, you simply download the Brady 
Workstation platform to your desktop and add the label-
creation apps you want.

DISCOVER IT AT WORKSTATION.BRADYID.COM
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A small investment, big benefits!

Order Reference Art. No. Description

BBP30-EU 145998 BBP30 Sign and Label Printer EU

BBP30-UK 145999 BBP30 Sign and Label Printer UK

BBP30 146000 BBP30 Sign and Label Printer US

Order Reference Art. No. Description

B30-TROLLEY 120994 Trolley for BBP30, BBP31 and BBP33

B30-WIPER 142114 Media Wiper 5 Pack

B30-CCT 142116 Cutter Cleaning Tool for BBP31 and BBP33

PCK-6 133251 Printer Cleaning Kit - Thermal Transfer Printers

BBP30 Printer Technical Data

BBP30 Printers BBP30 Accessories

BBP30 Sign and Label Printer EU

Specifications

Print Resolution (dpi) 300 dpi

Print Speed (mm/sec) 101.6

Print Technology Thermal Transfer

Max. Label Width 106 mm

Cutter Auto Cutter

Features

Colour Capability Monocolour

Stand-alone Printing 
(Detached from PC)

Peripheral

Software Compatibility Brady Workstation, Windows based driver for 3rd party software use

Continuous vs Die-cut Labels Continuous Tape & Die Cut Labels

Recommended Usage per Day 600 x 50.80mm by 101.60mm labels per day, 300 larger labels per day. 8 hour / 5 days

Materials Supported
Cold Temperature Tape; Indoor/Outdoor Grade Vinyl; Low-Halide Polyester; Magnetic Supply; Metalized Polyester Tape; Photoluminescent Tape; Pre-Printed GHS/
CLP Labels; Pre-Printed Sign Header Labels; Push Button and Raised Panel Labels; Reflective Tape; Repositionable Vinyl; Tags; Tamper-Evident Metalized Polyester; 
ToughWash Washdown Resistant Labels

PC Connectivity Yes

Connectivity Options USB. Optional: Ethernet

Physical Properties

Depth x Height x Width 304.80 mm x 241.60 mm x 230.60 mm

Weight (kg) 5.30 kg

Operating Temperature 10°C-40°C

Approval/Compliance UL, cUL, CE, WEEE, RoHS, RCM (Australia / New Zealand), EAC (Russia, Belarus & Kazakhstan), CCC (China) and China RoHS

Warranty 1 year
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